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Declaration of conformity

EU declaration of conformity
for the purposes of the EU machine directive 2006/42/EG

ErgoPack Deutschland GmbH
HannsMartin-SchleyeiStr. 21
89415 Lauingen

We hereby declare that the devices "ErgoStrap 700, 700E, 713E, 726E, 745E",

to which this declaration refers complies with all the relevant and basic health and safety
requirements because of their concept, type of construction and the model we have brought
on to the market.

This declaration loses its validity if a change is made to the machine without our permission.

Respective

EC directives: EC Machine directive (2006/42/EG)
EC Guideline on electromagnetiempatibility
(2014/30/EUV)

Applied standards EN12100: 2010
EN4158: 2008

EN 610086-2:2005
EN 55011: 20185
EN 60 204L: 2006

Since strapping system:  0319XXXX/9000
Since year of manufacture: 2019

Since strapping system:  EP1015XXXX
Since year of manufacture: 2022

Lauingen, 03th May, 2018

Andreas Kimmerle
CEO

Authorised representative for publishing technical documentation:
ErgoPack Deutschland GmbH

HannsMartin-SchleyeiStr. 21

89415 Lauingen



Declarationof conformity

UK Declaration of Conformity

ErgoPack Deutschland GmbH
HannsMartin-SchleyeiStr. 21
89415Lauingen Germany

We hereby declare that the strapping systems "ErgoPack 700, 700E, 713E, 726E, 745E",
to which this declaration refers, comply with the respective relevant and basic health and
safety requirements of the United Kingdom directives because of their concept, type of
construction and the strapping systems we have brought on to the market. This declaration
loses its validity if a change is made to the system without our permission.

Respective

EC directives: Supply of Machinery (Safety) Regulations 2008
(UK SI 2008 No. 1597)
Electromagnetic Compatibility Regulations 2016
(UK SI 2016 No. 1091)

Applied standards BS EN ISO 12100: 2010

BS EN 415%: 2014
BS EN 418: 2008
BS EN 61066-2:2005
BS EN 55011: 2016

Since strapping system: EP1015XXXX
Since year of manufacture: 2022

Lauingen, 5th of April, 2022

PPQ- b{qu/lv?u;z, F].«[(eu

Karlheinz Arker
TechnicalDirector

Authorisedrepresentative for publishing technical documentation:
ErgoPack Deutschland GmbH

HannsMartin-Schleyer Str. 21

89415 Lauingen



Validity of the operating instructiors

wThe operation in these instructions is explained by using the
ErgoStrap/26E as an example.

wAs to ErgoStrap 700, all the points in these instructions
referring to the operation of the sealing head and also all points
referring to the operation of the control box with the motor,
charger and rechargeable batteries are not applicable.
Also at all points in which the movement of the ChainLance is
described by using the joystick, users of tBegoStrap/00
will use the crank handle accordingly.

wAll points in these instructions referring to the operation of

0KS aSFrftAy3d KSIR FNBX y20 | LILX AOF o
Tnn9é Aad O2YyOSNYSRO®
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These operating instructions are valid for the following models:

ErgoStrap 700
Strapping unit with manual drive via a hand crank,
without sealing head

ErgoStrap 700E
Strapping unit with electrical drive, electronically controlled via a joystick,
without a sealing head

ErgoStrap 713E

Strapping unit with electrical drive, electronically controlled via a joystick,
GAOGK | aSIFftAYy3 KSEVM HE2 NJYERI NI LY | SEAMRYUIKY
1200N

ErgoStrap 726E

Strapping unit with electrical drive, electronically controlled via a joystick,
GAOGK | aASIFtAYy3a KSR yFE2 NI AR NI LY R AR dg
2500N

ErgoStrap 745E

Strapping unit with electrical drive, electronically controlled via a joystick
GAOGK aSFftAy3d KSI RodmNI AlWR L} VX IREXKY &
4500N
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7.6 Changing the sealing head
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1. Technical Data
1.1 Strapping unit
Weight:
ErgoStrap 700 142 Ibs
ErgoStrap 700E (incl. battery) 194 Ibs
ErgoStrap 713E (incl. battery) 203 Ibs
ErgoStrap 726E/745E (incl. battery) 205 Ibs
Dimensions (all types) [ Sy3iGK HpE
2 ARGK oné
| SA3IKIG T é
Maximum Chain Speeds
Mode A, strapping
Moving out horizontally: MOMQKYAY
Moving out vertically: MPT QK YA Y
Moving in vertically: MnnQKYAY
Moving in horizontally: MTTQKYAY
Mode B:setting up/threading strap
Moving out CCQKYAY
Moving in: PHQKYAY
Max. chain thrust: 310N
Measured Agraded
noise emission level L pa 79 dB (A)
(EN ISO 11202)
-7- us



1.2 Sealing head

Weight:
(incl. spiral cable)

Dimensions
(incl. spiral cable)

Tension
713E
726E
745E

Tensioning speed

Sealing

Measured Agraded
noise emission level
(EN 1SO 11202)

713E Lpa 79 dB (A)
726E L pa 78 dB (A)
745E L pa 79 dB (A)

Sound power level, on average
(EN 607451/2:2009)

713E L waeq 88 dB (A)
726E L waeq 93 dB (A)
745E L waeq 92 dB (A)
Measuring inaccuracy K

713E 3,0dB (A)
726E 3,0dB (A)
745E 3,0dB (A)

-8-

8.4¢ 9.5 Ibs.

f Sy3aak MO ®H §

gAROK pdpé
KSA3IKI T €
150¢ 1200 N

400¢ 2500 N

400¢ 4500 N

MM oyé (783%k)
y oyé (K2BE)
n ¢ a (K4®E)

friction welding

(EN 607481/2:2009)

L pacq 77 dB (A)
L paeq 82 dB (A)
L paeq 81 dB (A)

us



Hand arm vibrations

(EN 607481/2:2009)
713E
726E
745E

without using a Toalift

a 2,4ms?
a 2,4ms?
a 2,3ms?

Measuring inaccuracy K

713E
726E
745E

Plastic strap
Strap materials

Strap width
713E, adjustable to

726E, adjustable to
745E, adjustable to

Strap thickness
713E

726E

745E

1,5ms?
1,5ms?
1,5ms?

Polypropylene (PP)
Polyester (PET)

O K YMK H €

MK BE@K Yy €

PKY&KRN €

NZNGQUPXENOoME
NZNGQUOXEN 0 ME

nzneoXnnne
NZNQMENpP ME

0t 9c¢v
ottuou

Ot 9¢kttuov
Ot 9¢ktt

us



1.3 Battery and Charger

Charger 3 stage lead charger
Prim.: 100240 VAC 50/60Hz 1,2A
Sec.: 2 x 12V DC/2A
Total max. power 60W

Battery 24V lead AGM battery
Weight: 27 Ibs.
Charging time: approx. 8 hours

Temperature range: 41 A ¢ 1044

Number of strappings: 150 to 400 per charge, depending on pallet size,
tension, welding time and age of battery

Life span: approx. 300 500 charges



2. General

These operating instructions will help you to understand the device and
how to use it according to regulations. The operating instructions contain
important notes on how to use the device safely, properly and economically.

Adhering to the notes helps you to avoid danger, repairs and down time.
Reliability and life span of the device will also be increased.

The operating instructions must be available at the place where the device
is used. It has to be read, understood and used by everybody who

works with the device.This work includes operation, maintenance and
repair.

In addition to the operating instructions and the rules in the country and
place of use for the prevention of accidents, the recognized special rules for
working safely and according to proper and professional standards also have
to be respected.

-11- us



Meaning of warning symbols, usage conventions

Warning
A Marks a hazard with moderate risk.
If not avoided, it can result in death or serious injury.

Caution
& Marks a hazard with a minor risk.
If not avoided, it can result in a minor or moderate injury.

Attention
n Marks a situation to be considered.

If not considered, it can lead to material damage or poor
operating results.

Marks useful, additional information.

L
-

2.1 Notes on environmental protection

Physical or chemical materials injurious to health have not been used for
manufacturing the device.

Concerning the waste disposal, valid national rules and regulations have to
be considered. Take care about disposing packaging, the product itself and
parts accordingly.

The specialist dealer offers disposal according to proper environmental

protection.

- Do not open the battery

- Do not throw the used battery into the domestic waste bin, into fire or
into water.

-12- us



3. Safety regulations

~ Inform yourself!

'| Before usage, the manual has to be read and understood.
Service and maintenance should only be performed by trained
staff.

Wear a safety helmet!

2 SEFNJ I &l FSie KStYSisz gKSy &aidN
The duty of wearing a helmet, can be avoided, if the user is

taught about the risk of injury by the plastic chain falling.

This instruction has to be recorded in writing.

Protect yourself!
Wear eye and hand protection (cut
proof gloves) and also safety shoes.

Attention: Laser beam!

Direct eye contact with the laser beam or reflecting
radiation may result in permanent eye injuries. Never look
direct in the laser.

Laser category 2 Power: 10 mW
DIN EN 6082%:201507 Wavelength635 nm

Warning

Strap tensioning or strapping, danger of jamming and crushing.

Do not place hands or other body parts between the strap and

the packaged goods during the strapping process. Ensure that

there are no other persons in the hazardous zone.

For an emergency stop in the case of danger (trapped person):

A To release tension (before welding), open the rocker lever.

A After welding, cut the strap with a suitable tool (strap
cutter).

-13- us



Warning:
Following hazards can result in serious injuries:

Breaking strap, risk of injury
When being tensioned, the strap may break and rip. Do not stand
in line with the strap and wear eye protection.

Strap ends snapping back, risk of injury
When cutting strap, hold the upper portion and stand aside. Do
not stand in line with the strap and wear eye protection.

ChainLance, risk of tripping
When parking the system, the ChainLance must be fully inside it.
The sledge must not stick out.

Strap waste, risk of tripping
Make sure any strap waste, which possibly appeared, will be
removed from the floor quickly.

Sealing head and ChainLance, risk of crushing
Do not put your fingers into the area of the tension wheel of the
sealing head or into the ChainLance.

Reversing sledge, risk of crushing
Especially around the entire surroundings of the reversing sledge,
there is a risk of squeezing.

Hazardous area, risk of crushing and risk of injury

Make sure before each strapping cycle, there is no person in the
hazardous area (especially of the ChainLance) and nobody can
enter that area. This is due, especially for the limited or bad visible
area, on the opposite site of the pallet (users view). During
strapping, there must not be any hands or body parts between the
strap and the goods.

Power source, risk of injury
. ST2NB YIFAYOGSYyryOS 2N NBLJI AN g2
unplug the cable from the battery.

EX Areas, risk of explosion
The system must not be used in areas with explosive atmospheres.
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Warning:
Following hazards can cause serious injuries:

ChainLance, risk of injury
After the ChainLance moves up on the opposite side of the pallet,
it falls towards the user with its own weight.

Used without paying attention, the ChainLance can fall on the
head of the user and cause injurieé/hen using the system, watch
out, concentrat@ and catch the ChainLance, when it falls over.

Loose and falling goods
Check the weld. Never transport or move strapped goods with an
improper weld.

Caution:
Following hazards can result in minor or moderate injuries:

Strap roll, risk of injury
If the strap roll is 44Ibs or heavier, 2 persons need to lift it.

Tilting danger

Strapping pallets should, whenever possible, take place in areas
with an even surface. When using the system on inclined surfaces,
after positioning and before strapping, the brakes of the castor
wheels on the strap side of the system have to be engaged.

Attention:
Avoid damages:

Water damages

For cleaning do not use water or steam.

Visual inspection

Before using the system the first time, a visual inspection has to be
done.

Only use original ErgoStrap spare parts!
Warranty and liability become invalid if other parts are used.
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Use in accordance with the regulations
This device is to be used for strapping pallets. The device has been
developed and constructed for safe operation when strapping.

The device is only to be used for strapping with plastic straps
(polypropylene and polyester). Strapping with a steel strap is not possible
with this device.

The machine is not designed to strap aliments which are not packaged.

The set up tension force must correspond to the packaged goods to be
strapped. Strapping tool does not compensate for fragile products or the
packaging of the goods, which could be damaged due to strapping.

3.1 Safety regulations for batteand
charger

wCheck the plug and the cable before each use and have them replaced by a
specialist if they are damaged.

wDo not use anyatteriesfrom other manufacturers, use original spare
parts only.

wKeep the connection plug to the battery away from reated objects and
dirt.

wProtect the charger from moisture; operate it in dry rooms only.

wDo not open the battery and protect it from shock, heat and fire.
Danger of explosion!

wStore batteries in a dry frogiroof place. The ambient temperature must

not exceed 126¥ and must not fall below 24&.
wDamaged batteries may not be reused.



4. Description

4.1 Design

Fig. 3

Control unit with drive
Cutter
Strap brake

Fig. 1

Fig. 4

Sealing head

Sliding window with safety switch
ToolkLift

Covering of battery box

Fig. 2
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4.2 Control panel strapping unit

Joysticki 2 Y2 @S &/ KFEAYy[FyOSa
with precision speed control.

LED display

Continuous green light = battery full

Continuous green +

yellow light = battery will soon be empty
permanent yellow light = battery empty

~

6/ 2y GNRt dzyAl &6AGOKSE 2

Flashinggreen + yellow = setup mode
Flashing lighgreen or
Yellow = setup mode

Fig. 5 Quickly flashing red

= sliding window open
Rotary switch: A = strapping mode
B = setup mode

Main switchd LJ2 § SNJ & dzLJLJt & Mk nd
4.3 Control panel sealing head

1 c 2 3
7 1 Keypad "Favorite"
c/ o—~ a 2 Keypad "Welding time"
f i MAN 3 Keypad "Operating mode"
@ 2&1’@0' 4 Keypad "Plus & Keylock"
4 5 Keypad "Tensioning force"
- - ypar Joe
Lo SR—— ge a— 6 Keypad "Minus & Soft tension
8 G.F aSAaLI e bLYTF2NXIOGA2Yy ae
Nibs] as 6 {GFGdza AYRAOIFG2NI 6F NJ ¢
5* E ' c Display "Messages"
Displayactivated

- Welding process is finished, tazdnbe removed

- Application error: temporary system error, can be rectified by the operator

Tool fault: static system error, rectify error. If the error cannot be rectified
—> ServicedepartmentErgoStrap
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4.4 Indications of the DuaCharger

Inside the red battery housing there are two 12V batteries installed. The dual
charger charges each of the two batteries separately.

The dual charger has one L:Eflication for each of the two 12V batteries.
(Output I and Output 1), indicating the charging status of each battery.

LED solid yellow = Charging batterypo not remove battery
from the charger!

LED solid green = Battery fully charged, charger switches
into preserving mode.

Note: The battery pack is fully charged only whzoth LED indication lights
are solid green!

LED indication
2
ErgoPack

Dual 3-step charger

Output I .

Output IT

Fig. 7



5. Commissioning

n Attention!

Before using the system the first time, it needs to be checked for visible
damages.

5.1 Battery charger

The main voltage must comply with the details on the type plate.
The charger is only suitable for charging the delivered 24V lead battery.

5.2 Charging the battery

1.) Connect the charger to the main voltage
2.) Open cover of battery case (by pulling up the owtemers as shown
below)

~
[ ErgaPm:/(

Fig. 8




3.) Turn the red ring (12) of the plug (13) on the battery (7) counter
clockwise

4.)Disconnect the plug (13) from the battery and put it into the hole of the
storage box above.

13

12

Fig. 10a

Fig. 9 7

A Warning!
Charge the battery only with thErgoStrapual3-step charger
through the blue socket!

5.)Put the plug (14) of the charger into the blue charging socket of the
battery pack (7) as shown in Fig 10b by slanting to the lower left corner.
Thereafter, turn the plug clockwise by 48 shown in Fig. 10c until
final snap in.

Fig. 10c
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6.) To remove the blue charging plug after
charging is completed please proceed
as follows:

a) pull thesilver locking baf15)
backwards

b) turn the plug by 48counter clockwise

c) remove the plug

Fig. 10d

n Attention!
The charging time is about 8 hours. The battery pack is fully
charged, only onckboth LEDs on the charger are green!

The maximum charging current flows if the temperature of the battery
is between 4% 104 4. Avoid battery temperatures below 22 when
loading.

You achieve the longest life span, if the battery is charged daily
and is not being operated till fully depleted.

During charging, the battery always has to be in a horizontal position
(not cover side dowror standing on endl
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6. Operation

6.1 Setting strap width at the sealing head

The sealing head can be used with different strap widths:

ErgoStrap 713E: OKY & 2NJ MKH «
ErgoStrap 726E: MKH & 2NJ pky &
ErgoStrap 745E: pKYy & 2NJokn &

The setting of the strap width is explained using the example of model 726E.

The setting of the strap wth with the modelst M09 FTNRBY oKy &

YR Tnp9 FTNRBY pkKky & U2 okn a ¢2NJa

FO / KFy3aS ai0NILI 6ARGK FTNRY MKHE (2 pkyé

- Switch the system off

- Remove three cylinder screwsrx(6). Lift rocker lever
towards the

- handle, remove cylinder screviorx(7) and strap guide rear
MK H oOyuvo

- Removesidecover(b).

- Remove countesunk screwlorx(2) and strap guide front
MKHE OMO O

- Remove countesunk screwlorx(4) and strap guide front
MKHE 000 O

- Remove cylinder screforx(10) and strap guide ream K H € i' ‘ t'ﬁ
(9). ! __,ﬁ : 4
- Fit side cover (5) (secure cylinder screw with Loctite 222). 1 2 3
Install strap guidereap kK y € Oy 0 @ Fig. 12

o0 [/ KIFIy3aS &adNILMghRGIK FTNRBY pkyé G2

- Switch the system off

- Remove three cylinder screwsrx(6).
Lift rocker lever towards the

- handle, remove cylinder scretorx(7)
FYR &dGNJ LI 3dZARS NBI NJ

- Remove sideover(b). A\

- Fit strap guide frontm kK (1) (secure countesunk
screw with Loctite 222). 5

- Fit strap guide frontv k B} (secure countesunk Q)
screw with Loctite 222).

- Fit strap guide ream K (¥ (secure cylinder screw with Loctite
222).

- Fit side cover (5) (secure cylinder screw with Loctite 222). Install
strap guide ream K (BE
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6.2 Switching on the control unit

1. Step

- Charge the battery as described under 5.2.

- Plug in the connector of the power cable (13) into the socket of the battery
(7) and lock it by turning the red ring (12) clockwise.

- Lock the cover of the battery case again.

-¢dzNY GUKS YIAY &agAioOK

{S0 GKS 2LISN)IIAy3a Y2

oMMU (2 (GKS N
RS a4a¢6AG0K omnou

Fig. 14 Fig. 15

12 13 7 11 10 8

2. Step

2 LEDs (green and yellow) are now flashing. The control unit is in set up
mode.

b2g Y20S GKS 2228ai0A0] o0§gVv2 @8 YL SRS KN
and keep it pushed until the green LED permanently is shining.

(The control unit now is ready for operation. After two seconds the

lights on the display of the sealing head are powered up and the sealing

head is now also ready for operation.)
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6.3 Setting the strap tensioning range at the
sealing head

Two strap tensioning ranges can be set at the sealing head:

NORMAL = 46Q200N (713E); 962500N (726E); 1368500N (745E),
standard tension range foPET strap

SOFT = 1560N (713E); 460360N (726E) bzw. 460600N (745E),
soft tension forPP _strap

Press "Soft" button (1).
The soft modés deactivatedwhen the 1 [
"SOFT" display (2) changes position and

is shown outlined. 2

Press "Soft" button (1).

The soft modeés activatedwhen the
"SOFT" display (3) changes position and - - -
is shown in bold. 3—[SOFT L
The displayed tension force is reduced 4
correspondingly.

On the left under the tension force an "S"
(4) also appears. Fig. 16

ﬂ Important!
When using the Soft mode, the tension wheel starts more slowly

and avoids excessive strap waste when using PP strap.

Whenever using PP strap, use the soft mode!




6.4 Setting strap tension at the sealing head

The set tension force is displayed continuously when
the tool is ready for operation.
- Press "Tension force" button (2). 4
A The set tension force flashes for 5 seconds.
A The + (1) and (3) buttons appear. LU
A Unuseddisplaysdisappear E 3
- Press the + (1) ay(3) button until the desired T
tensionforceisdisplayed |
A The status indicator bar (4) shows the set tension !
force in relation to the possiblmaximumvalue Fig. 17a
- Save: Press the "Tension force" button (2jvait
for 5 seconds

Bnanoon

L

2

I el e

j Aswitch between display in "N" or "Ibf": Press the flashing "Tension force" button (2) for|two
] seconds.

AEvery time the button is pressed an acoustic signal confirms the action.

AThe tension force is displayed continuously when the tool is operational.
A Setting soft tension (Secti6m).

713E

I N I ) N

726E

(rounded values)
* N = Newton, Ibf = poundbrce per square inch

Warning!
A Adjusted tension force must relate to the goods to be strapped. Possible hazards caused by

damages of dangerous goods or their packaging are not considered with the design of the
system.
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6.5 Setting mode of operation

Press the "Operating mode" button (1). ——

- Unuseddisplaydisappear MAN__
A The currently set operating mode flashes 1
for 5 seconds —

A +andcappear )

- Press the + (2) ay(3) button until the - m— + o+
desiredoperatingmodeisdisplayed B ) 2

MAN / SEMI / AUTO Fig. 17b

- By pressing the "Operating mode" button (1) again, or after waiting for a
period of 5 seconds, the set mode is saved. Every operating mode can alsc
be selected for the "Soft tension" tension range (Sidg 24

A MAN-Manual
The tensioning button must be pressed and held down until the desired
strap tension has been reached. The welding button must then be briefly
pressed so that the straps are welded and the upper strap isf€ut

w SEMtSemtautomatic strapping (standard/factory setting)
The tensioning button must be pressed and held down until the set
tension force has been reached. The straps are then automatically welded
and the upper strap is cut off. It can be welded manually at any time by
pressing thevelding button.

w AUTQEFully automatic strapping
The tensioning button must only be briefly pressed (touched). This
triggers the tensioning process. Once the set tension force has been

reached, the straps are automatically welded and the upper strap is cut
off.

w  This operating mode AUTO = Fully automatic strapping is factory blocked! Activation only through
your ErgoStrap service partner possible.

E WARNING

Strap tensioning or strapping, danger of jamming and crushing

Do not place hands or other body parts between the strap and the packaged goods
during the strapping process. Ensure that there are no other persons in the hazard zone
For an emergency stop in the case of danger (trapped person):

To release the strap tension (before welding), actuate the rocker lever. In operating mode
AUTO, also the tensioning or welding button can be pressed again. After welding, cut the
strap using a tool (strap cutter).
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6.6 Select favourite

¢CKS Fdzy OlA2Y oaFl @2d2NAGSa F OGADEGSa
can be set freely like those of the main level.
This enables the operator to quickly change from one setting into the other.

Deactivate favourite: 1 0% |[MAN
A v z LA 2 4 v ) 9 , X A
A tNBada aFl @2dz2NAGSa | 6dz d@g-. VP| ¢KS
changes from bold to outlined. All
‘AUTOI

parameters change to the prget values
A tNFaa aoFl @2dzNAGSa @wdai G2y O6mMOD ¢KS

of this settings level. o020
31&;]' Q-
Activate favourite: o~
changes from outlined to bold. All

parameters change to the prget values
of this settings level.

Fig. 17 ¢

* The operating mode favourite is factory blocked! Activation only through your
ErgoStrap service partner possible.
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6.7 Threading in the packaging strap

1. Step

Switch on the control unit key
as described under point 6.2

2. Step

Set the operating mode switch (3
02 LRaAGAZY a.
(green LED flashes / green and "
yellow LED are flashing if the /
battery is not fully charged) —

3. Step 11 3 8

You can use the joystick (8) to position the ChainLance so that the red chain
link is in the middle of the sliding window (6).
The sliding windows must be closed during this operation!

4. Step

Open the sliding window (6). (red LED flashes quickly).

The control unit automatically switches off for safety reasons when the
sliding window is open. Additionally, the main switch has to be turned
G2 GKS fSTO Aya2 LRad andaod

Fig. 19



5. Step

Remove the pin for
setting the pallet
width from its
current position.

To remove and to
insert the pin, the
button at the
center of the pin
must be pressed.

Fig. 21
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6. Step =\

\‘1,

Put the pin into the hole
with the at the lower left
opposite side.

Fig. 22

Fig. 23
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7. Step

Fold down the arm with
the red disc until its final
stop.

Fig. 24

8. Step

Place a new roll of strap
onto the red

disc so that the strap
unwinds in the
counter-clockwise
direction when

looking down on the roll.

Fig. 25

i Important!
Do not remove the tape or strap which fix the strap on the roll!
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9. Step

Fold up the arm with
the strap roll again in its
vertical position as
shown on the picture.

Fig. 26

10. Step

You can remove the
tapes or adhesive strips
now which secure the
strap on the roll.

Fig. 27
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11. Step

Tilt up the cover of
the white roll for
strap infeed, thread
the strap through
the narrow guide.

Fig. 28

...and over the
white guide roll to
the inside. Then fold
the cover back
down again.
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12. Step

Press from the left hand
side on the clamp lock
located in the red chain link

Fig. 31

...and then slide the strap\
from the right to the left ,
through the slot in the
clamp lock.

Fig. 33



Now close the sliding window (6) .

Make sure that the window is closed up to the stop.
The safety switch for the control unit will only unlock
again when the window is completely closed.

(red flashing LED turns off, green LED lights up

or greenandyellow LED are lighting up)

Fig. 34

-36- us



Fig. 35

13. Step

Press the joystick in

iKS aY2@S 2dzi @
direction until the

reversing sledge tilts

upwards.

Warning, risk of crushing!

Never put your fingers through the chainlinks.

Fig. 36

-37-

Hold the end of the
ChainLance with the
left hand while you
still continue to push
the joystick in the

AaY23S 2dzi RANBOGA 2
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Extend the
ChainLance as far as
shown on the picture.

Then put the chain
2y (0KS YI OK

Fig. 38

Fig. 37

...and continue

to move out the
ChainLance until
the red chain link
isat about the
same level as the
left handle of the
machine.

us



14. Step

Remove the strap from
the clamp lock in the

Fig. 39 red chain link and hold
it straight up as shown.

Fig. 40

15. Step

Move the ChainLance

back now by pushing

the joystick in the

GY23S Ayé¢ RANBOG
the ChainLance is

approx.

MHE f26SNI GKIYy @
you are holding in your

Fig. 41 hand.




16. Step

Open the eccentric latch by
pushing it inwards with the
finger as shown.

The strap must be passed betweern
the two aluminum eccentrics.

17. Step

Now hold the strap
vertically so that the
strap and the
ChainLance are
straight.

Fig. 43

Fig. 44

us



18. Step

Move the ChainLance

completely backwards by

pushing the joystick again

Ay GKS aY2@S Aya

n Important!

Make sure that the strap remains
continuously tensioned while the
ChainLance moves back, to avoid tf
strap being pushed back into the
device.

19. Step

Set the operating mode switch (3) ta2
LI2aAlGA2Yy a! a

20. Step

Place the overlapping strap as
shown with a loop through the
small slot underneath the left
handle.

Fig. 47a
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21. Step

Remove the pin for
setting the pallet
width from the hole
with the milling

I N2

...and set the desired pallet
width as shown on the
picture by placing the pin
into the corresponding
hole.

Fig. 48

Fig. 49

Your ErgoStrap is now ready for strappi

-42-
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6.8 Strapping

1. Step

‘m twnﬁ'ﬂ o | ‘ ‘ | , | Place the ErgoStrap at

l‘“ M d a distance of approx.
s - 3 MHE AY FNRY(G

: i pallet to be strapped.

i

If your unit is equipped
with the optional line
laser:

Align the ErgoStrap
parallel to the pallet so
Fig. 50 that the laser line runs
parallel to the lower
pallet edge.

2. Step

Move the ChainLance

by pushing the joystick
Ay (KS avY20S
direction.

The reversing sledge
leads the strap
through and
underneath the
palletX

Fig. 51
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Fig. 52

...and back up again
on the opposite
side.

If the setting of the pallet width and the
positioning of the pallet are correct, the
distance between the chain and the palle
isabout4cc AP

—

Fig. 53

-44-

n Important!

To guarantee that the
ChainLance remains straight,
it is important that you push
the joystick until the
ChainLance appears on the
other side.

Catch the ChainLance as
shown at the front edge. Do
not let the ChainLance drop
onto the package!

As soon as you have caught
the ChainLance, let the
joystick move back to the
neutral position so that the
ChainLance stops moving out
further.

us



3. Step

Hold the strap as
shown with the left
hand at the front,
directly at the chain
lance..

Fig. 54

.... move the Chain
Lance completel
backwards by
pushing the joystick
Ay GKS aY2 95
direction.

Fig. 55

“ Important!

Always keep the strap slightly under tension when moving the ChainLance
backwards so that no loops can be formed or pushed into the device as this
can lead to faults.




4. Step

The strap lift arm rises
automatically after the
reversing sledge has moved
back into the device.

You now have to let the strap
slide through your left hand;
otherwise the strap lifter will
not be able to rise.

The strap lifter lifts the lower
end of the strap up to
working height so you can
grasp it without bending
down.

Keep pushing the joystick
until the strap lift arm is Fig. 56
completely in the upper

position

The strap lift arm

automatically moves down

again after 2 seconds. (The

strap lift arm will not go

down automatically after 2

seconds if the upper position

has not been fully reached)

“ Important!

You have to hold the strap loosely in your hand when the strap lifter rises.

The device automatically switches off to prevent damage if you do not le
of the strap as the strap lifter rises. The strap lifter can be raised up agai

4

NBLISFFGSRf @ LlzKAy3d GKS 22eaiA0]
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Extra strap can be easily drawn
from the coil, manually as
required.

Do not pull the strap at the strap

f AFTd N RANBOI

Fig. 57

A

X o6dzi Fo2dzi né¢ 0S5t
lifter. Hold the strap with the

whole hand and pull it out of the

unit.

You also have to let the end of the
strap slide through your other

hand at the same time!

If your unit is equipped with the
optional strap brake release:
Before pulling at the strap, press
down

the foot pedal at the left side.

This reduces the brake force of the
strap roll and eases pulling out
strap.

Fig. 58b
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6.9 Strapping and sealing with
pallet heightsoverH 1 €

1. Step

Overlap the straps so that the end of t
strap lies underneath. A

Fig. 59

2. Step

Then hold both straps as
shown with theright hand.

The end of the strap should
lie in your hand and not
project beyond it!

Fig. 60
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3. Step

Push the sealing tool
towards the pallet with the
left hand and tilt it forward
at the same time so that the
sealing head is parallel to the
package.

Pull the rocker lever to open
the clamp of the sealing Fig. 61
head.

With your right hand you can
now feed the strap from the
top to the bottom through
the slot in the sealing head.
(similar to a swipe of a credit
card)

Fig. 62

Now let go of the rocker
lever

Fig. 63



4. Step

The tensioning and sealing of the
strap is different according to the
set mode (manual or automatic
mode)

{SS a{SladAay3a Y2RS
page 26.

4.1 Manual tensioning and
sealing

The tensioning function switches
off automatically as soon as the
set tension force is reached. (see
page 26, chapter 6.5) or if the
tension button is released.

Thereafter, press the round
welding button on the right side.

4.2 Automatically tensioning

and welding

If the unit is in automatic mode,
the welding process is activated
automatically as soon as the pre
set tension force has been
reached. Reensioning is not
possible any more.

4.3 Automatically tensioning and welding* 9

By a brief pulling (touching) of the tensioning button once, the sealing process
(tensioning and welding) will be activated. Once the set tension force has been
reached, the straps are automatically welded and the upper strap is cut off.

* This operating mode AUTO = Fully automatic strapping is factory blocked! Activation only through your
ErgoStrap service partner possible.

A Warning!

Strap tensioning or strapping, danger of jamming and crushing
Do not place hands or other body parts between the strap and the packaged goods during
the strapping process. Ensure that there are no other persons in the hazard zone.
For an emergency stop in the case of danger (trapped person):

To release the strap tension (before welding), actuate the rocker lever, the tensioning or
welding button. After welding, cut the strap using a tool (strap cutter).
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The welding process is finished, SRR nnnnnnnnooooooo
once the indicator bar is filled r"|_:; Ce
fully (1.) The cool down starts (2.). Cauu
After cool down there is a beep »._N_;
and the display lights up green. —_—
0%
10000000000000000000
—>
Fig. 66

5. Step T T T ——

As soon as the countdown is finished ane
the signal has sounded, pull the rocker -

welded strap.

lever towards the handle to release the ,

If after pressing the welding button,
the welding does not start, but the

sealing head beeps, the tension e
button was not pressed first.

6. Step

Now slew the sealing head to the left
while keeping the rocker lever pulled.

n Attention!

It is recommended to clean the sealing
head regulalry (daily), if there is a lot
of strap waste. Especially the tension
wheel and the tooth plate have to be
checked for damages and kept clean.
Please refer to point 7.8 , page 66
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6.10 Sealing control

The welding time must be checked in accordance with point 6.11. and
changed if necessary when the straps are welded badly.

5
:
I
— — 1T
trI_I_ x = = o bas
- b — S———
Fig. 69 ;

1 Good weldingthe whole sealed surface has been properly welded with
minimal extra material being squeezed out to the side.

2 Bad weldingThe surface has been unevenly welded, the selected
welding time is too short.

3 Bad weldingSurplus material has squeezed out to the side, the selected
welding time is too long.

& Warning:

Improper welded straps cannot secure the loads and can therefore causg
injuries.
Never transport or move goods with improper welded straps.
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6.11 Setting the welding time

The set welding time is displayed continously by filled
dots when the system is ready for operation.

-LINBaa .dzitGz2zy agStRAY3I [UAYSa[ @HO
A unused displays disappear. .@ 0
A The filled dots of the current set welding time o

flash for 5 seconds.
A + andc appear.
- press button + (1) og (3) until the desired

welding time appears..

-{F@SY tNBaa odzidiz2y aeolSt RAy3a GAYSE (')HH) 2 N
wait 5 seconds.

n Attention!

If the necessary welding time to reach (according to point 6.10) a good weld
by 6 or 7, the welding mechanism is probably starting to wear. Most often
both tooth plates have to be replaced soon.

Fig. 70

6.12 Strapping and sealing wibiallet
heightsbelowH T ¢ ¢ A (1 K fLiftF Y R

1. Step

Pull out the black knob of the locking bolt, then remove the sealing head
from the ToolLift and place it on the package to be strapped.

Fig. 71 Fig. 72
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Step 16 proceeds exactly as
described under point 6.9,
except that the locking tool is
now in the horizontal position
(Fig. 73ee)

Fig. 73a

Fig. 73b

Fig. 73c

Fig. 73d

Fig. 73e
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If your unit is equipped with
the optional Triplex ToolLift:
Pull out the sealing head
horizontally, slew the sealing
head into horizontal position

and put it on top of the pallet.

Fig. 74

us



/. Servicing and repair

Your ErgoStrap is made out of galvanized stg®lvder coated steel, stainless
steel and highly wear resistant plastics and is basically maintenance free.

Clean the outside of the ErgoStrap with a damp cloth if it is extremely dirty.

A Warning!

During all maintenance and service/ repair works, the main switch has td be
A6 A00OKSR 2FF 0Gné0z FyYyR GKS oF G :

7.1 Cleaning the ChainLance

Clean the ChainLance with acetone or solvent based cleaner if it has become
dirty with oil.

n Attention!
Do not place the ChainLance into cleaner.

Never use lubricants like grease or oil!

us



7.2 Replacing the ChainLance

1. Step

Disconnect the main
power cable from the
battery.

2. Step

Pull out the reversing

af SRIS o0& |02
the ChainLance oudf the
device as shown and roll

it up. Fig. 75

3. Step

Push the new ChainLance
in again, reversing the
order of the removal.

4. Step

Reconnect the main cable
to the battery again, set
the main switch to

L2 aAGAZ2Y dAama
device into operation in
accordance with point 6.2,
step 2.

Fig. 76
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7.3 Replacing individual chain links

The ChainLance can be opened as described under point 7.4 to replace
broken chain links.

A defective chain link can also be removed without the need to insert a new
chain link, unless it is a link between the two red pieces of the ChainLance.
The control unit automatically adjusts to the new zero point in accordance
with point 6.2, step 2, after each restart.
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7.4 Replacing the reversing sledge

1. Step

Disconnect the main power
supply cable from the battery.

2. Step

Pull the reversing sledge by
Fo2dzi nné¢ 2dzi 2
fold up the hinge at the

reversing sledge and pull out

I LILINBE® Hoé¢ 27
upwards as illustrated

3. Step

Press a screw driver between
the wings of two chain links
(there is a small groove
between the two wings to pu Fig. 78
the screw driver to) and slew
the chain to the side until it
fully separates.

Fig. 79



4. Step

Push the ChainLance back
into the device until it has
completely moved out of the
reversing sledge.

Fig. 80

5. Step

Place the reversing sledge on ity
top as illustrated and use a
screwdriver to unscrew both
screws of the length adjusting
belt.

6. Step

Installing the new reversing
sledgeis done in the reversed
order of the dismantling.

Fig. 81

n Important !

Both screws of the length stop strap must be protected with screw retain|ng
varnish!




7.5 Replacing the length adjusting belt

1. Step (dismantling)

Perform steps 1 to 5 listed in point 7.4 and continue with step 2.

2. Step (dismantling)

Remove these 6 screws of the co
with a screw driver (PZ2) and
remove the two covers
Thereafter, remove these 3 screws
(4mm allen wrench and 8mm ope
SYR gNBYyOK 2y 2

...not the hexagon socket screws
with a 5SmmAllen wrench and a
10mm open end wrenchn the
opposite side!)
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3. Step (dismantling)

Remove the pin for setting the pallet width and pull out the length adjusting
belt.

4. Step (installation)

Push the ChainLance all the way back
into the device so that you can see
the groove of the length adjusting

belt.

5. Step (installation)

Fig. 84

Push the new length adjusting belt
into the small groove below the
groove for the ChainLance.

“ Important !

Make sure that the cut out of the length adjusting belt is inserted into the
lower groove and that it does not slide into the upper groove of the
ChainLance. Further assembliagp be done in reversed dismantling order.

The screws may only be tightened until the stop nut engages. The screws |have
to belooseand only snug!

If the screws have been tightened too much, the storage plates will be
pressed together, the ChainLance and the length adjusting belt could became
jammed!
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7.6 Changing the sealing head

1. Step

Remove the cover by pulling at
the handle.
(the cover is fixed by magnets).

2. Step

Turn the red ring of the plug counte
clockwise and remove the red plug.

Fig. 87

3. Step

Remove the 4 screws of the red
YSGFEf O20SNJ I
side.

Fig. 88
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4. Step

Pull the cable with the plug through
the opening in the storage plates.

Fig. 89

5. Step

Pull out the locking bolt for
unlocking the sealing head ang
remove the sealing head.

If your unit is equipped with the
optional TriplexTookLift:

Remove both screws M5 (4mm
Allenwrench). These screws are
secured with special wedge lock
washers. (The lock washers can he
reused)

When mounting the sealing head
again make sure that the rough
tooth system of the two lock
washers are facing as in (Fig. 91)

6. Step

The mounting of the sealing head is to
be done in reversed order of the

Fig. 90

dismantling.

When mounting the cover of the Fig. 01

control unit, take care to engage it first washer 1 washer 2
at the level of the cutter and then all ~a

along the groove. =

Attention!
-

When mounting the sealing head again ous ro
make sure that the rough tooth system ard) 1~ (in ._ .
of the two wedgelock washers are ' tenuous tenuous

facing each other (Fig. 92). g, o2 rough
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7.7 Changing the control box with drive unit

1. Step

Remove the cover by pulling at
the handle.
(the cover is fixed by magnets).

2. Step

Remove all three plugs on the lower
side of the control unit. (4 plugs if
optional laser is installed)

All three plugs are secured with a
safety ring which is unlocked by
turning it counterclockwise.

3. Step

Remove the 4 screws of the pocket
for the manual and the 2 small cover
caps.

Fig. 94

Fig. 96

us



4. Step

First remove the four screws around
the drive shaft by using a 4m#Ailen
wrench.

To do so, you have to move the
ChainLance to turn the gear wheel
until you can see and open the
individual Fig. 97
screws.

5. Step

Remove the fifth screw now and
hold the control unit
simultaneously.

Fig. 98

6. Step

Pull off the control unit. Make sure that the
small shaft key on the drive shaft does
not get lost.

7. Step

The installation of the control unit
is done in the reversed order of the
disassembling.

Fig. 99



7.8 Cleaning/replacing the tensioning wheel

Cleaning the tension wheel without
disassembling

at the sealing head

There is an access hole (100a) in the
protection cover below the motor. The
tension wheel and the tooth plate can
be cleaned with compressed air throug
this access hole.

When heavily soiled, the tension wheet

- Fig. 100
has to be disassembled. 100a

A Warning !

Wear eye protection when cleaning with compressed air!

Cleaning the tension wheel with
disassembling / replacing the tension wheel

Release 4 cylinder screwko(X (4), SO
remove strap guide rear (5) and side cover (3).\{ &

Remove tension wheel (1) carefully.
Remove ball bearing (2) from tension wheg
Clean the tension wheel with compressed

If the tension wheel teeth are covered wit —

ig.
heavy dirt they must be cleaned carefully with the wire brush (6)
supplied.

Check tension wheel for worn teeth. If a few teeth are broken,
replace tension wheel (observe direction, see arrow).
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- Installationis done in the reversed order of the disassembling.
- Grease interior gear teeth of the tension wheel lightly with Kliiber grease
GBU Y 131 (Microlube).

n Attention!

The tension wheel is extremely sensitive when it comes into contact with
hard, especially metallic objects. A hard object, such as a screwdriver of
similar, must not be used under any circumstances whatsoever for cleanjing.
The tension wheel must not be cleaned in an installed state when it is
rotating. Risk of breakage teeth.

7.9 Cleaning/replacing the tooth plate at the
sealing head

Removal

- Unplug battery ,

- Remove pan head screw (1). Lift the rocker ley
towards the handle and remove tooth plate (2)|

WARNING
Wear eye protection when
cleaning with compressed ai!

- Clean tooth plate with compressed air (wear
goggles)

- If the tooth plate teeth are covered with heavy dirt, they must be carefully
cleaned with the wire brush supplied or a scriber.

- Check tooth plate for worn teeth, if necessary, replace tooth plate.

Installation

- Install the parts in reversed order

- Secure special pan head shoulder screw (1) with Loctite and do not overtighten.
- The tooth plate (2) MUST move freely in the rocker when the screw is tight!

| Jem—

The tooth plate (2) must be placed so that it can move freely in the rocker!

-
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7.10Replacing the cutter at the sealing head

- Release 4 cylinder screwsrx(3),
remove strap guide rear (4) and
side cover (2).

- Release cylinder screVorx(5), take care|\{#/
that you do not loose the compression | [/

spring (7), remove knife (1) with

flanged bushing (6) and replace knife.

Fig. 103

- Installationis done in the reversed order of the disassembling.

- Before installing the knife (1), check that the compression spring (7) on
top of the knife is still mounted.

- Secure the pan head screw (@ith screw locking varnish "mediuin A 3 K { &



8. Secure Movement and Parking

Moving the machine

The machine can be pushed in an upright position with the two hand grips at
the head of the red frame plate. For pushing it you must release the brakes
of the two guide rolls on the strap side.

Parking the machine

After having parked the machine you have to lock up the brakes of the two
guide rolls on the strap side of the machine to avoid having the machine roll
away accidentally. Furthermore, you have to make sure that the ChainLance
is completely drawn in and that the key of the main switch is removed and
kept safely from the access of unauthorized persons.



9. General safety warnings

for power tools

A WARNING! Read all safety warnings and all instructions.
Failure to follow the warnings and instructions may result in
electric shock, fire and/or serious injury.
Save all warnings and instructions for future reference.
CKS GSNIY dGLIRGSN 122F¢ Ay -opefattd g1 NY A Y
(corded) power tool or batterpperated (cordless) power tool.

Work areasafety

a) Keep the work area clean and well li€luttered or dark areas invite
accidents.

b) Do not operate power tools in explosive atmospheres, such as in the
presence of flammable liquids, gases or duBbwer tools create sparks
which may ignite the dust or fumes.

c) Keep children and bystanders away while operating a power tool.
Distractions can cause you to lose control.

Electricalsafety

a) Power tool plugs must match the outlet. Never modify the plug in any
way. Do not use any adapter plugs with earthed (grounded) power
tools. Unmodified plugs and matching outlets will reduce the risk of
electric shock.

b) Avoid body contact with earthed or grounded surfaces such as pipes,
radiators, ranges and refrigeratord.here is an increased risk of electric
shock if your body is earthed or grounded.

c) Do not expose power tools to rain or wet conditiongVater entering a
power tool will increase the risk of electric shock.

d) Do not abuse the cord. Never use the cord for carrying, pulling or un
plugging the power tool. Keep the cord away from heat, oil, sharp
edges or moving partdDamaged or entangled cords increase the risk of
electric shock.

e) When operating a power tool outdoors, use an extension cord suitable
for outdoor use.Use of a cord suitable for outdoor use reduces the risk
of electric shock.

f)  If operating a power tool in a damp location is unavoidable, use a
residual current device (RCD) protected supplise of an RCD reduces
the risk of electric shock.
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Personalkafety

a)

b)

f)

g)

Stay alert, watch what you are doing and use common sense when
operating a power tool. Do not use a power tool while you are tired or
under the influence of drugs, alcohol or medicatioA.moment of
inattention while operating power tools may result in serious personal
injury.

Use personal protective equipment. Always wear eye protection.
Protective equipment such as dust masks, 4s&id safety shoes, hard
hat, or hearing protection used for appropriate conditions will reduce
personal injuries.

Prevent unintentional starting. Ensure the switch is in the gfbsition
before connecting to the power source and/or battery pack, picking up
or carrying the tool.Carrying power tools with your finger on the switch
or energizing power tools that have the switch on invites accidents.
Remove any adjusting key or wrench before turning the power tool on.
A wrench or a key left attached to a rotating part of the power tool may
result in personal injury.

Do not overreach. Keep proper footing and balance at all tim€kis
enables better control of the power tool in unexpected situations.
Dress properly. Do not wear loose clothing or jewelry. Keep your hair,
clothing and gloves away from moving partisoose clothes, jewelry or
long hair can be caught in moving parts.

If devices are provided for the connection of dust extraction and
collection facilities, ensure these are connected and properly usdde
of dust collection can reduce dustlated hazards.
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Power tool use and care

a)

b)

C)

d)

f)

g)

Do not force the power tool. Use the correct power tool for your
application. The correct power tool will do the job better and safer at
the rate for which it was designed.

Do not use the power tool if the switch does not turn it on and afny
power tool that cannot be controlled with the switch is dangerous and
must be repaired.

Disconnect the plug from the power source and/or the battery pack
from the power tool before making any adjustments, changing
accessories, or storing power toolSuch preventive safety measures
reduce the risk of starting the power tool accidentally.

Store idle power tools out of the reach of children and do not allow
persons unfamiliar with the power tool or these instructions to
operate the power tool.Power tools are dangerous in the hands of
untrained users.

Maintain power tools. Check for misalignment or binding of moving
parts, breakage of parts and any other condition that may affect the
L1256 SNJ 22t Qa 2LISNYGA2yd® LT RFEYI3S
before use.Many accidents are caused by poorly maintained power
tools.

Keep cutting tools sharp and cleaRroperly maintained cutting tools
with sharp cutting edges are less likely to bind and are easier to control.
Use the power tool, accessories and tool bits etc. in accordance with
these instructions, taking into account the working conditions and the
work to be performed.Use of the power tool for operations different
from those intended could result in a hazardous situation.

Battery tool use and care

a)

b)

C)

d)

Recharge only with the charger specified by the manufacturer.

charger that is suitable for one type of battery pack may create a risk of
fire when used with another battery pack.

Use power tools only with specifically designated battery packise of
any other battery packs may create a risk of injury and fire.

When the battery pack is not in use, keep it away from other metal
objects, like paper clips, coins, keys, nails, screws or other small metal
objects, that can make a connection from one terminal to another.
Shorting the battery terminals together may cause burns or a fire.
Under abusive conditions, liquid may be ejected from the battery;
avoid contact. If contact accidentally occurs, flush with water. If liquid
contacts eyes, additionally seek medical helpquid ejected from the
battery may cause irritation or burns.
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Service

a) Have your power tool serviced by a qualified repair person using only
identical replacement partsThis will ensure that the safety of the
power tool is maintained.
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Warning!

Risk of trapping and crushing

When removing the battery, ensure that there are
no fingers, hands or other parts of the body
between the battery and the frame.

Economy Line

us



